Gas Safety System Specification
GDPX+ Gas Safety System shall be manufactured and supplied by Oceania Gas Safety info@oceaniagassafety.com
Tel: +64212386990 www.oceaniagassafety.com
The model to be supplied is the Merlin GDPX+ which is 178mm (height) x 254mm (length) x 62mm (depth) and this will come with a gas pressure transducer to carry out a gas proving test on all the downstream appliances.
The Merlin GDPX+ Can monitor up to 16 gas detectors and has a TFT Colour Screen showing all the active Zones. It also has a built in fire alarm bypass feature so the gas stays on during a fire alarm test.
Natural Gas Detectors or LPG Detectors shall be fitted and connected with the gas safety system. In the event where natural gas is detected the gas safety system should go into alarm and close the gas solenoid valve.
Carbon Monoxide Detectors shall be fitted and connected with the gas safety system. In the event where carbon monoxide is detected the gas safety system should go into alarm and close the gas solenoid valve.
1 x Merlin GDPX+ System
[bookmark: _GoBack]1 x Gas proving Transmitter
8 x Natural Gas Detector
8 x Carbon Monoxide Detector
1 x Goldseal Gas Solenoid Valve (Size TBC)
1 x Emergency Knock-Off Button
1 x Fusible Link/Heat Detector (One Above Each Gas Appliance)
There should be a means of isolation by each main exit and any emergency knock-off buttons should be connected with the gas safety system.
Also connections can be made to the fire alarm and BMS to shut the gas solenoid valve in the event of a genuine alarm.
